










mailto:supplychain@wajir.go.ke








http://www.ppra.go.ke/


http://www.nca.go.ke/
http://www.cak.go.ke/






























http://www.wajir.go.ke/








http://www.ppra.go.ke/
mailto:complaints@ppra.go.ke
mailto:supplychain@wajir.go.ke
























































































































































































































https://www.centralbank.go.ke/bank-supervision/directory-of-licensed-commercial-banks-mortgage-finance-institutions-and-non-operating-holding-companies/
https://www.centralbank.go.ke/bank-supervision/directory-of-licensed-commercial-banks-mortgage-finance-institutions-and-non-operating-holding-companies/
https://www.centralbank.go.ke/bank-supervision/directory-of-licensed-commercial-banks-mortgage-finance-institutions-and-non-operating-holding-companies/
https://www.centralbank.go.ke/bank-supervision/directory-of-licensed-commercial-banks-mortgage-finance-institutions-and-non-operating-holding-companies/


https://www.centralbank.go.ke/bank-supervision/directory-of-licensed-commercial-banks-mortgage-finance-institutions-and-non-operating-holding-companies/
https://www.centralbank.go.ke/bank-supervision/directory-of-licensed-commercial-banks-mortgage-finance-institutions-and-non-operating-holding-companies/
https://www.centralbank.go.ke/bank-supervision/directory-of-licensed-commercial-banks-mortgage-finance-institutions-and-non-operating-holding-companies/
https://www.centralbank.go.ke/bank-supervision/directory-of-licensed-commercial-banks-mortgage-finance-institutions-and-non-operating-holding-companies/


https://www.centralbank.go.ke/bank-supervision/directory-of-licensed-commercial-banks-mortgage-finance-institutions-and-non-operating-holding-companies/
https://www.centralbank.go.ke/bank-supervision/directory-of-licensed-commercial-banks-mortgage-finance-institutions-and-non-operating-holding-companies/
https://www.centralbank.go.ke/bank-supervision/directory-of-licensed-commercial-banks-mortgage-finance-institutions-and-non-operating-holding-companies/
https://www.centralbank.go.ke/bank-supervision/directory-of-licensed-commercial-banks-mortgage-finance-institutions-and-non-operating-holding-companies/
















http://www.ppra.go.ke/




























































































































































































































































































































































































































































































































































































































































GSPublisherVersion 0.25.100.100

30 X 36 MARKET DESIGN 
ECONOMIC STIMULUS PROGRAM



GSPublisherVersion 0.25.100.100

30 X 36 MARKET DESIGN 
ARCHITECTURAL DRAWINGS



GSPublisherVersion 0.25.100.100



GSPublisherVersion 0.25.100.100



GSPublisherVersion 0.25.100.100

GENERAL NOTES
1. This drawing to be read in conjunction with
Engineers' drawings.
2. All dimensions are in mm unless otherwise
specified.
3. Drawings are not to be scaled. Only figured
dimensions should be used.
4. The contractor must check and verify all
dimensions before commencement of work
and if necessary confirm with the architect.

CONSTRUCTION
Approved anti-termite treatment & 1000 gauge
polythene sheeting cover to be provided under
all ground floor concrete slab on compacted
hardcore to approval.
DPC to be 3ply bituminous felt to be provided
under all walls.

STRUCTURAL
1. All Black cotton soil to be removed from
below all building and paved surfaces
2. All reinforced concrete work will be in
accordance with structural drawings.
3. Foundation depths to be determined on site
to S.E approval
4. All walls less than 200mm thick to be
reinforced with hoop iron at every alternate
course.
5. All adjacent R.C work and masonry walls to
be tied with strap irons at every course

MECHANICAL
1. All Plumbing and Drainage Work to comply
with specifications
2. S.V.P denotes soil vent pipe and to be
provided at the head of the drainage
3. Where drainage is shown under driveways
and slabs, to be encased in 150mm thick
concrete surround.
4. All underground foul and waste drain pipes
shall be of PVC to comply with BS5255
5. All ICs within building area, driveway and
parking to have heavy duty,double-seal airtight
covers and walls to be 200mm.
6. Minimum slope in the drain pipes to be 1%
7. No chases for pipes will be allowed in the
slabs
8. Sleeves will be allowed with written approval
from S.E.
9. No cutting of concrete without express
approval of the Architect or S.E
10. All testing of pipes must be coordinated
with electrical and any conflicts must be
resolved before works begin
11. Permanent vents denoted as P.V to be
provided as shown on plan.

ELECTRICAL
All conduits must be laid before plastering

PROJECT:
PROPOSED 30X36M 
ECONOMIC STIMULUS PACKAGE 
(ESP) MARKET

CLIENT:

NAME: STATE DEPARTMENT FOR 
HOUSING AND URBAN

 DEVELOPMENT

Signature:                        Date:

DRAWING TITLE:GF

SCALE:1:80

DRAWN BY:

CHECKED BY:

Name:                             Signature:

 Date:

MINISTRY OF LANDS , PUBLIC
 WORKS, HOUSING AND URBAN

 DEVELOPMENT

STATE DEPARTMENT FOR HOUSING & URBAN
DEVELOPMENT

FOR THE GOVERNMENT OF THE
REPUBLIC OF KENYA

ceramic tiles ff
ceramic tiles ff

ceramic tiles ff
ceramic tiles ff Interlocking Linoleum Tiles

ceramic tiles ff
ceramic tiles ff

ceramic tiles ff

ceramic tiles ff

ceramic tiles ff

ceramic tiles ffceramic tiles ff

ceramic tiles ff

ceramic tiles ff

ceramic tiles ffceramic tiles ff

1

2

3

4

5

6

7

8

9

10

11

1213

14

15

16

17

18

19

20

21

22

23

24

DOWN

UP

C
us

to
m

 T
ex

t

1

1

2

2

3

3

4

4

5

5

6

6

7

7

8

8

A A

B B

C C

D D

E E

F F

G G

12
.0

0 
%

10
.0

0 
%

10
.0

0 
%

12.00 %
10.00 %

10.00 %

6,0
00

5,4
00

5,4
00

5,4
00

4,0
00

3,8
00

6,000 6,000 4,000 4,000 4,000 6,000 6,000

1,8
00

2,000

20
0

5,7
50

20
0

5,3
00

20
0

5,1
00

20
0

5,3
00

20
0

3,7
50

20
0

3,6
00

20
0

6,000 6,000 4,000 4,000 4,000 6,000 6,000

200
3,300

200
500

200

3,401
200

500
200

5,801
200

1,300
200

3,800
200

1,300
200

5,800
200

500
200

3,400
200

500
200

3,300
200

200
7,665

200
3,935

200
3,800

200
3,800

200
3,800

200
4,000

200
7,600

200

20
0

5,7
50

20
0

5,3
00

20
0

5,1
00

20
0

5,3
00

20
0

3,7
50

20
0

3,6
00

20
0

6,0
00

5,4
00

5,4
00

5,4
00

4,0
00

3,8
00

1,8
01

200
450

200

1,881
200

20
0

3,6
00

20
0

20
0

3,6
00

20
0

2,101

3,6
00

4,850 1,100 1,915 2,500 1,500 4,336 3,800 2,300 1,500
595

1,500 2,503 7,814

0

X4

02

01

04

03

X5

27,359,856 mm2

Roof Line above

P.C.C Slabs 

WASHING POINT
DRY STORE COLD ROOM MANAGEMENT 

OFFICE
MOTHER'S 

ROOM
CHILDREN'S 
PLAY AREAMAIN 

ENTRANCE
VOID ABOVE

ENTRANCE

ENTRANCE

ENTRANCE

PASSAGE

PASSAGE

PASSAGE

PASSAGE

PASSAGEPASSAGE

PASSAGE

PASSAGE

PASSAGEPASSAGE

STAIR
CASE

RAMP

GROUND FLOOR



GSPublisherVersion 0.25.100.100

GENERAL NOTES
1. This drawing to be read in conjunction with
Engineers' drawings.
2. All dimensions are in mm unless otherwise
specified.
3. Drawings are not to be scaled. Only figured
dimensions should be used.
4. The contractor must check and verify all
dimensions before commencement of work
and if necessary confirm with the architect.

CONSTRUCTION
Approved anti-termite treatment & 1000 gauge
polythene sheeting cover to be provided under
all ground floor concrete slab on compacted
hardcore to approval.
DPC to be 3ply bituminous felt to be provided
under all walls.

STRUCTURAL
1. All Black cotton soil to be removed from
below all building and paved surfaces
2. All reinforced concrete work will be in
accordance with structural drawings.
3. Foundation depths to be determined on site
to S.E approval
4. All walls less than 200mm thick to be
reinforced with hoop iron at every alternate
course.
5. All adjacent R.C work and masonry walls to
be tied with strap irons at every course

MECHANICAL
1. All Plumbing and Drainage Work to comply
with specifications
2. S.V.P denotes soil vent pipe and to be
provided at the head of the drainage
3. Where drainage is shown under driveways
and slabs, to be encased in 150mm thick
concrete surround.
4. All underground foul and waste drain pipes
shall be of PVC to comply with BS5255
5. All ICs within building area, driveway and
parking to have heavy duty,double-seal airtight
covers and walls to be 200mm.
6. Minimum slope in the drain pipes to be 1%
7. No chases for pipes will be allowed in the
slabs
8. Sleeves will be allowed with written approval
from S.E.
9. No cutting of concrete without express
approval of the Architect or S.E
10. All testing of pipes must be coordinated
with electrical and any conflicts must be
resolved before works begin
11. Permanent vents denoted as P.V to be
provided as shown on plan.

ELECTRICAL
All conduits must be laid before plastering

PROJECT:
PROPOSED 30X36M 
ECONOMIC STIMULUS PACKAGE 
(ESP) MARKET

CLIENT:

NAME: STATE DEPARTMENT FOR 
HOUSING AND URBAN

 DEVELOPMENT

Signature:                        Date:

DRAWING TITLE:FF

SCALE:1:80

DRAWN BY:

CHECKED BY:

Name:                             Signature:

 Date:

MINISTRY OF LANDS , PUBLIC
 WORKS, HOUSING AND URBAN

 DEVELOPMENT

STATE DEPARTMENT FOR HOUSING & URBAN
DEVELOPMENT

FOR THE GOVERNMENT OF THE
REPUBLIC OF KENYA

Terrazo ff

ceramic tiles ff

ceramic tiles ff

ceramic tiles ff

ceramic tiles ff

Terrazo ff

Terrazo ff

Terrazo ff

Terrazo ff

Terrazo ff

Terrazo ff

ceramic tiles ffceramic tiles ffceramic tiles ffceramic tiles ff

ceramic tiles ff

Terrazo ff

Terrazo ff

Terrazo ff

1

1

2

2

3

3

4

4

5

5

6

6

7

7

8

8

A A

B B

C C

D D

E E

F F

G G

12
.0

0 
%

10
.0

0 
%

10
.0

0 
%

12.00 %
10.00 %

10.00 %

X4

02

01

04

03

X5

6,0
00

5,4
00

5,4
00

5,4
00

4,0
00

3,8
00

20
0

5,7
51

20
0

5,3
00

20
0

5,1
00

20
0

5,3
00

20
0

3,7
50

20
0

3,6
00

20
0

6,000 6,000 4,000 4,000 4,000 6,000 6,000
36,200

30
,20

0
30

,00
0

36,000

6,0
00

5,4
00

5,4
00

5,4
00

4,0
00

3,8
00

20
0

5,7
53

20
0

5,2
50

20
0

3,1
99

20
0

1,8
00

20
0

5,2
50

20
0

3,7
50

20
0

3,6
00

20
0

200
5,800

200
5,800

200
3,800

200
3,800

200
3,800

200
2,800

200
2,800

200
5,800

200

200
2,800

200
2,800

200
20

0
2,2

00
20

0
3,6

00
20

0

200
15,800

200
3,800

200
9,800

200

2,1
00

20
0

2,2
01

20
0

200
3,300

200
500

200

3,399
200

500
200

5,800
200

1,300
200

3,800
200

1,300
200

5,800
200

500
200

3,399
200

500
200

3,300
200

90
020

0
Roof Line above

Roof Line Below

PASSAGE

PASSAGE PASSAGE

PASSAGE

PASSAGE

PASSAGE

SOCIAL HALL

KITCHEN

FOOD COURT

M-PESAICT HUB
CYBER & 
PRINTING

SACCO OFFICE M-PESASHOP

YARD

KITCHEN

void

PASSAGE

PASSAGE

PASSAGE

15 Deg. fall

15 Deg. fall

15 Deg. fall

15 Deg. fall

FIRST FLOOR



GSPublisherVersion 0.25.100.100

GENERAL NOTES
1. This drawing to be read in conjunction with
Engineers' drawings.
2. All dimensions are in mm unless otherwise
specified.
3. Drawings are not to be scaled. Only figured
dimensions should be used.
4. The contractor must check and verify all
dimensions before commencement of work
and if necessary confirm with the architect.

CONSTRUCTION
Approved anti-termite treatment & 1000 gauge
polythene sheeting cover to be provided under
all ground floor concrete slab on compacted
hardcore to approval.
DPC to be 3ply bituminous felt to be provided
under all walls.

STRUCTURAL
1. All Black cotton soil to be removed from
below all building and paved surfaces
2. All reinforced concrete work will be in
accordance with structural drawings.
3. Foundation depths to be determined on site
to S.E approval
4. All walls less than 200mm thick to be
reinforced with hoop iron at every alternate
course.
5. All adjacent R.C work and masonry walls to
be tied with strap irons at every course

MECHANICAL
1. All Plumbing and Drainage Work to comply
with specifications
2. S.V.P denotes soil vent pipe and to be
provided at the head of the drainage
3. Where drainage is shown under driveways
and slabs, to be encased in 150mm thick
concrete surround.
4. All underground foul and waste drain pipes
shall be of PVC to comply with BS5255
5. All ICs within building area, driveway and
parking to have heavy duty,double-seal airtight
covers and walls to be 200mm.
6. Minimum slope in the drain pipes to be 1%
7. No chases for pipes will be allowed in the
slabs
8. Sleeves will be allowed with written approval
from S.E.
9. No cutting of concrete without express
approval of the Architect or S.E
10. All testing of pipes must be coordinated
with electrical and any conflicts must be
resolved before works begin
11. Permanent vents denoted as P.V to be
provided as shown on plan.

ELECTRICAL
All conduits must be laid before plastering
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GENERAL NOTES
1. This drawing to be read in conjunction with
Engineers' drawings.
2. All dimensions are in mm unless otherwise
specified.
3. Drawings are not to be scaled. Only figured
dimensions should be used.
4. The contractor must check and verify all
dimensions before commencement of work
and if necessary confirm with the architect.

CONSTRUCTION
Approved anti-termite treatment & 1000 gauge
polythene sheeting cover to be provided under
all ground floor concrete slab on compacted
hardcore to approval.
DPC to be 3ply bituminous felt to be provided
under all walls.

STRUCTURAL
1. All Black cotton soil to be removed from
below all building and paved surfaces
2. All reinforced concrete work will be in
accordance with structural drawings.
3. Foundation depths to be determined on site
to S.E approval
4. All walls less than 200mm thick to be
reinforced with hoop iron at every alternate
course.
5. All adjacent R.C work and masonry walls to
be tied with strap irons at every course

MECHANICAL
1. All Plumbing and Drainage Work to comply
with specifications
2. S.V.P denotes soil vent pipe and to be
provided at the head of the drainage
3. Where drainage is shown under driveways
and slabs, to be encased in 150mm thick
concrete surround.
4. All underground foul and waste drain pipes
shall be of PVC to comply with BS5255
5. All ICs within building area, driveway and
parking to have heavy duty,double-seal airtight
covers and walls to be 200mm.
6. Minimum slope in the drain pipes to be 1%
7. No chases for pipes will be allowed in the
slabs
8. Sleeves will be allowed with written approval
from S.E.
9. No cutting of concrete without express
approval of the Architect or S.E
10. All testing of pipes must be coordinated
with electrical and any conflicts must be
resolved before works begin
11. Permanent vents denoted as P.V to be
provided as shown on plan.

ELECTRICAL
All conduits must be laid before plastering
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GENERAL NOTES
1. This drawing to be read in conjunction with
Engineers' drawings.
2. All dimensions are in mm unless otherwise
specified.
3. Drawings are not to be scaled. Only figured
dimensions should be used.
4. The contractor must check and verify all
dimensions before commencement of work
and if necessary confirm with the architect.

CONSTRUCTION
Approved anti-termite treatment & 1000 gauge
polythene sheeting cover to be provided under
all ground floor concrete slab on compacted
hardcore to approval.
DPC to be 3ply bituminous felt to be provided
under all walls.

STRUCTURAL
1. All Black cotton soil to be removed from
below all building and paved surfaces
2. All reinforced concrete work will be in
accordance with structural drawings.
3. Foundation depths to be determined on site
to S.E approval
4. All walls less than 200mm thick to be
reinforced with hoop iron at every alternate
course.
5. All adjacent R.C work and masonry walls to
be tied with strap irons at every course

MECHANICAL
1. All Plumbing and Drainage Work to comply
with specifications
2. S.V.P denotes soil vent pipe and to be
provided at the head of the drainage
3. Where drainage is shown under driveways
and slabs, to be encased in 150mm thick
concrete surround.
4. All underground foul and waste drain pipes
shall be of PVC to comply with BS5255
5. All ICs within building area, driveway and
parking to have heavy duty,double-seal airtight
covers and walls to be 200mm.
6. Minimum slope in the drain pipes to be 1%
7. No chases for pipes will be allowed in the
slabs
8. Sleeves will be allowed with written approval
from S.E.
9. No cutting of concrete without express
approval of the Architect or S.E
10. All testing of pipes must be coordinated
with electrical and any conflicts must be
resolved before works begin
11. Permanent vents denoted as P.V to be
provided as shown on plan.

ELECTRICAL
All conduits must be laid before plastering
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GENERAL NOTES
1. This drawing to be read in conjunction with
Engineers' drawings.
2. All dimensions are in mm unless otherwise
specified.
3. Drawings are not to be scaled. Only figured
dimensions should be used.
4. The contractor must check and verify all
dimensions before commencement of work
and if necessary confirm with the architect.

CONSTRUCTION
Approved anti-termite treatment & 1000 gauge
polythene sheeting cover to be provided under
all ground floor concrete slab on compacted
hardcore to approval.
DPC to be 3ply bituminous felt to be provided
under all walls.

STRUCTURAL
1. All Black cotton soil to be removed from
below all building and paved surfaces
2. All reinforced concrete work will be in
accordance with structural drawings.
3. Foundation depths to be determined on site
to S.E approval
4. All walls less than 200mm thick to be
reinforced with hoop iron at every alternate
course.
5. All adjacent R.C work and masonry walls to
be tied with strap irons at every course

MECHANICAL
1. All Plumbing and Drainage Work to comply
with specifications
2. S.V.P denotes soil vent pipe and to be
provided at the head of the drainage
3. Where drainage is shown under driveways
and slabs, to be encased in 150mm thick
concrete surround.
4. All underground foul and waste drain pipes
shall be of PVC to comply with BS5255
5. All ICs within building area, driveway and
parking to have heavy duty,double-seal airtight
covers and walls to be 200mm.
6. Minimum slope in the drain pipes to be 1%
7. No chases for pipes will be allowed in the
slabs
8. Sleeves will be allowed with written approval
from S.E.
9. No cutting of concrete without express
approval of the Architect or S.E
10. All testing of pipes must be coordinated
with electrical and any conflicts must be
resolved before works begin
11. Permanent vents denoted as P.V to be
provided as shown on plan.

ELECTRICAL
All conduits must be laid before plastering

PROJECT:
PROPOSED 30X36M 
ECONOMIC STIMULUS PACKAGE 
(ESP) MARKET

CLIENT:

NAME: STATE DEPARTMENT FOR 
HOUSING AND URBAN

 DEVELOPMENT

Signature:                        Date:

DRAWING TITLE:ablution plan

SCALE:1:50

DRAWN BY:

CHECKED BY:

Name:                             Signature:

 Date:

MINISTRY OF LANDS , PUBLIC
 WORKS, HOUSING AND URBAN

 DEVELOPMENT

STATE DEPARTMENT FOR HOUSING & URBAN
DEVELOPMENT

FOR THE GOVERNMENT OF THE
REPUBLIC OF KENYA

ceramic tiles ff

ceramic tiles ff

ceramic tiles ff

ceramic tiles ff

1

1

2

2

3

3

4

4

A A

B B

C C

D D

3,6
00

3,7
00

3,6
00

900 3,000 2,400

20
0

3,4
00

20
0

3,5
00

20
0

3,4
00

20
0

200
6,100

200

200
900

100
900

100
900

100
900

100
900

100
1,100

200

20
0

1,7
00

10
0

1,6
00

20
0

2,0
00

20
0

1,3
00

20
0

1,6
00

10
0

1,7
00

20
0

3,6
00

3,7
00

3,6
00

200
900

100
900

100
900

100
900

100
2,100

200

2,9
00

90
0

3,5
00

90
0

2,9
00

7,200
4,375 1,500 625 700

11
,10

0

MALE

FEMALE

PWD

CASH OFFICE

D C B A
3,600 3,700 3,600

10,900

2,
85

0
1,

20
0

1 2 4
900 5,400

3,
00

0
1,

20
0

6,300

A B C D
3,600 3,700 3,600

10,900

4 2 1

5,400 900

6,300

3,
00

0
1,

20
0

AA

BB

DD

CC

1

1

4

4

3

3

2

2

E 
07 E 
05

E 06

E 08

7,000

7,000

10
,9

00

10
,9

00

1 2 4
900 5,400 700

Gauge 14 size 300x150mm galvanised gutter

IT5  Box profile roofing sheets
50mm x500mm timber purlings on 100mm x50mm
timber rafters with 250mmx25mm painted fascia/
barge boards
Truss to Structural Engineers details
Roof pitch 10 degrees

150mm .R.C  slab onto strip foundation onto
well compacted hardcore to S.E details

CASH OFFICE

SECTION

ELEVATION E-06 ELEVATION E-08

ELEVATION E-05 ELEVATION E-07ROOF PLAN

ABLUTION BLOCK



GSPublisherVersion 0.0.100.100

NOTES

DateNo Description Initial

REVISIONS

Project Title:

 Approved By:

SECRETARY , URBAN AND METROPOLITAN
DEVELOPMENT DEPARTMENT

Date:

Signature:

Drawing Title:

Plot No:

1:200

Client :

Architect :

URBAN AND METROPOLITAN
DEVELOPMENT DEPARTMENT

Designed/Drawn By:

Drawing No.:

Job No.:

Scale.:

Date.:
29/06/2024

1. All dimensions are in millimetres
2. Dimensions to be read and not scaled off the
drawing
3. Any discrepancy to be reported to the architect
immediately
4. All R.C. works to be as per the S.E.'s drawings
and details
5. All walls under 200mm thickness to have hoop
iron at alternate courses
6. All drainage pipes under slab to be encased in
150mm thick concrete surround
7. S.E. denotes Structural Engineer
8. All sanitary work to entire satisfaction of MoH and
Local Authority
9. DPC to be three ply bituminous felt and approved
by the architect
10. All doors and windows to schedule
11. All timber to be treated with approved quality
anti-termite
12. Provide 300mm PC open concrete channel
under RW downpipes to Civil Engineer's approval
13. All electrical work to be carried out by a licensed
electrician to the local authority engineer
14. This drawing to be read out in conjuntion with
structural, mechanical and electrical engineer's
drawings

FIRE SAFETY NOTES
1. Automatic booster pump for FHRs to be provided to the
satisfaction of the Chief Fire Officer
2. Electrical fire alarm system to the approval of Chief Fire
Officer
4. Fire alarm and booster to be provided with secondary
power supply
5. 2x9kg Dry Powder Fire Extinguishers at parking areas
6. 2x9 litre water and 1x4.5kg CO2 fire extinguishers to be
provided per floor

75 200 75

350

50
25

75

200mm thick masonry wall

20mm deep semi-circular
anti-drip groove

Weathering

Cement mortar bed to wall

600mm long saddleback
precast concrete coping

Cement mortar bed to wall

Coping Detail 1:5

COPING DETAIL

COPING DETAIL
1:5



GSPublisherVersion 0.0.100.100

NOTES

DateNo Description Initial

REVISIONS

Project Title:

 Approved By:

SECRETARY , URBAN AND METROPOLITAN
DEVELOPMENT DEPARTMENT

Date:

Signature:

Drawing Title:

Plot No:

1:200

Client :

Architect :

URBAN AND METROPOLITAN
DEVELOPMENT DEPARTMENT

Designed/Drawn By:

Drawing No.:

Job No.:

Scale.:

Date.:
29/06/2024

1. All dimensions are in millimetres
2. Dimensions to be read and not scaled off the
drawing
3. Any discrepancy to be reported to the architect
immediately
4. All R.C. works to be as per the S.E.'s drawings
and details
5. All walls under 200mm thickness to have hoop
iron at alternate courses
6. All drainage pipes under slab to be encased in
150mm thick concrete surround
7. S.E. denotes Structural Engineer
8. All sanitary work to entire satisfaction of MoH and
Local Authority
9. DPC to be three ply bituminous felt and approved
by the architect
10. All doors and windows to schedule
11. All timber to be treated with approved quality
anti-termite
12. Provide 300mm PC open concrete channel
under RW downpipes to Civil Engineer's approval
13. All electrical work to be carried out by a licensed
electrician to the local authority engineer
14. This drawing to be read out in conjuntion with
structural, mechanical and electrical engineer's
drawings

FIRE SAFETY NOTES
1. Automatic booster pump for FHRs to be provided to the
satisfaction of the Chief Fire Officer
2. Electrical fire alarm system to the approval of Chief Fire
Officer
4. Fire alarm and booster to be provided with secondary
power supply
5. 2x9kg Dry Powder Fire Extinguishers at parking areas
6. 2x9 litre water and 1x4.5kg CO2 fire extinguishers to be
provided per floor

2,800

1,
70

0
45

0

2,
15

0

3,000

1,
70

0
45

0

2,
15

0

Aluminium shutters

Gypsum  cladded steel
bulkhead  also to
conceal  retractable
security grills

Aluminium roller shutter
finished in aluminium
paint

Metal  cladded bulkhead   to
conceal  retractable security grills
and hold signage where applicable

No.

Location :

Aluminium shutter roller section detail

No.

Location :Mild steel plate roller shutter manually operated
c/w rolling gear and chains,boxing for shutter,
ironmongery including handles, locks and padlock hasps,
'etch' primer,3 coats aluminium finish in shutter size

ROLLER SHUTTER DETAIL

ROLLER SHUTTER DETAIL
1:50

ROLLER SHUTTER WINDOW: KITCHEN



GSPublisherVersion 0.0.100.100

NOTES

DateNo Description Initial

REVISIONS

Project Title:

 Approved By:

SECRETARY , URBAN AND METROPOLITAN
DEVELOPMENT DEPARTMENT

Date:

Signature:

Drawing Title:

Plot No:

1:200

Client :

Architect :

URBAN AND METROPOLITAN
DEVELOPMENT DEPARTMENT

Designed/Drawn By:

Drawing No.:

Job No.:

Scale.:

Date.:
29/06/2024

1. All dimensions are in millimetres
2. Dimensions to be read and not scaled off the
drawing
3. Any discrepancy to be reported to the architect
immediately
4. All R.C. works to be as per the S.E.'s drawings
and details
5. All walls under 200mm thickness to have hoop
iron at alternate courses
6. All drainage pipes under slab to be encased in
150mm thick concrete surround
7. S.E. denotes Structural Engineer
8. All sanitary work to entire satisfaction of MoH and
Local Authority
9. DPC to be three ply bituminous felt and approved
by the architect
10. All doors and windows to schedule
11. All timber to be treated with approved quality
anti-termite
12. Provide 300mm PC open concrete channel
under RW downpipes to Civil Engineer's approval
13. All electrical work to be carried out by a licensed
electrician to the local authority engineer
14. This drawing to be read out in conjuntion with
structural, mechanical and electrical engineer's
drawings

FIRE SAFETY NOTES
1. Automatic booster pump for FHRs to be provided to the
satisfaction of the Chief Fire Officer
2. Electrical fire alarm system to the approval of Chief Fire
Officer
4. Fire alarm and booster to be provided with secondary
power supply
5. 2x9kg Dry Powder Fire Extinguishers at parking areas
6. 2x9 litre water and 1x4.5kg CO2 fire extinguishers to be
provided per floor

500 1,000 1,000 500

3,000

15
015

0 15
015

0 15
015

0 15
050

30
0

1,
20

0

30
0

1,
20

0
1,

50
0

50

RHS 50x50mm dia to
approval.

 
Elevation Section

20x20mm RHS spray painted
@150mm c/c

50x50mm solid steel bar

pcc coping

RAILING DETAIL

RAILING DETAIL
1:10

RAILING DETAIL



GSPublisherVersion 0.2.100.100GSPublisherVersion 0.0.100.100GSPublisherVersion 0.0.100.100

NOTES

Client:

Checked By:

Project Title:

Drawing Title:

Scale:

DateNo Description Initial

Drawn By :

1 :100

REVISIONS

Date:

NOVEMBER 2023

 Approved By:

Architect Urban & Metropolitan
Development

Signature: 1 :200

URBAN & METROPOLITAN
DEPARTMENT

Date:

Signature:

W.I.Item No:

STATE DEPARTMENT FOR
HOUSING AND URBAN

DEVELOPMENT

1. All dimensions are in millimetres
2. Dimensions to be read and not scaled off the
drawing
3. Any discrepancy to be reported to the architect
immediately
4. All R.C. works to be as per the S.E.'s drawings
and details
5. All walls under 200mm thickness to have hoop
iron at alternate courses
6. All drainage pipes under slab to be encased in
150mm thick concrete surround
7. S.E. denotes Structural Engineer
8. All sanitary work to entire satisfaction of MoH and
Local Authority
9. DPC to be three ply bituminous felt and approved
by the architect
10. All doors and windows to schedule
11. All timber to be treated with approved quality
anti-termite
12. Provide 300mm PC open concrete channel
under RW downpipes to Civil Engineer's approval
13. All electrical work to be carried out by a licensed
electrician to the local authority engineer
14. This drawing to be read out in conjuntion with
structural, mechanical and electrical engineer's
drawings

FIRE SAFETY NOTES
1. Automatic booster pump for FHRs to be provided to the
satisfaction of the Chief Fire Officer
2. Electrical fire alarm system to the approval of Chief Fire
Officer
4. Fire alarm and booster to be provided with secondary
power supply
5. 2x9kg Dry Powder Fire Extinguishers at parking areas
6. 2x9 litre water and 1x4.5kg CO2 fire extinguishers to be
provided per floor

PROPOSED ESP MARKET

COUNTY GOVERNMENT

A.M.W

MARKET BUILDING BLOCK

BB

AA

1

1

3

3
4,5

00

4,5
00

1,800 1,800
3,600

1,800 1,800
3,600

200 1,625 150 1,625 200

150 1,500
300

1,500 250

20
0

4,3
50

20
0

20
0

4,3
50

20
0

18 m2

hardened screed ff hardened screed ff

3 1

1,
50

0

3600

A B

1,
50

0

4,500

1 3

3600

GARBAGE CUBICLE:  FLOOR PLAN 

ELEVATION ELEVATION 

ELEVATION 

GARBAGE CUBICLE



GSPublisherVersion 0.25.100.100

30 X 36 MARKET DESIGN 
STRUCTURAL DRAWINGS





G G

1

1

2

2

3

3

4

4

5

5

6

6

7

7

8

8

F F

E E

D' D'

D D

C' C'

C C

B, B,

B B

A' A'

A A

C9

B9

C9

B9

C9

B9 B9

C9 C9

B9

C9

B9

C9

B9

C9

B9

B7

C7 C1

B1

C1

B1

C1

B1

C1

B1 B1

C1 C1

B1

C7

B7

38
00

40
00

27
00

27
00

27
00

27
00

27
00

27
00

30
00

30
00

6000 6000 4000 4000 4000 6000 6000
36000

30
00

0

38
00

40
00

27
00

27
00

27
00

27
00

27
00

27
00

30
00

30
00

30
00

0

6000 6000 4000 4000 4000 6000 6000

C1

B1B2

C2

B3

C3

B3

C3

B3

C3 C8

B8

C8

B8

C8

B8

B3

C3

B3

C3 C3

B3 B3

C3 C2

B5

C4

B3

C2

B2B1

C1

C1

B1

C1

B1

C2

B2

C3

B3

B3

C3

C3

B3

C3

B3

C3

B3

B3

C3 C2

B2 B1

C1

C1

B1 B1

C1

B6

C6

B1

C1

B7

C7

B6

C6C1

B1B6

C6 C1

B1 B1

C1

B1

C1

B7

C7

C6

B6

C1

B1

C1

B1

C2

B2

?

B1

36000

STRUCTURAL ENGINEER:
Project:Client:

Title:

Scale:

NOTES
1. All dimensions are in millimetres unless otherwise stated.
2. All reinforcements must be checked and approved by project structural engineer
prior to concreting.
3. All Columns concrete to be Class 25 mix, Bases concrete Class C25 mix and 
blinding concrete to be Class 15 mix.
4. Only figured dimensions to be taken from this drawing.
5. Any descripancy in dimensions to be reported to the project consultants i.e
architect or engineer.

Date Description Remarks

Revisions
6. Symbols; T-TMT Rebars to BS 4461: T - Top face
B - Bottom face
7. Cover to reinforcement; Slabs - 20mm,
Beams - 25mm,Columns - 30mm, Foundations -50mm
8. All structural steel be grade 43A.
9. All welds are 6mm thick.
10. All structural steel to be painted with anti-rust primmer paint.

Designed by: H.I.H Checked  by: A.S

STATE DEPARTMENT FOR 
HOUSING & URBAN 
DEVELOPMENT.

Date: 16TH NOVEMBER 2024

Drawing Number:

Approved by: SECRETARY, HOUSING DEPARTMENT
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PROPOSED ECONONOMIC
STIMULATION PROGRAMME (ESP)
MARKET

MINISTRY OF TRANSPORT,
INFRASTRUCTURE, HOUSING
AND URBAN DEVELOPMENT

FOUNDATION LAYOUT
UMD-ESP-02UMD-ESP-01

1 : 80

FOUNDATION LAYOUT WITH EXTENSION AT GRIDS (G-F/1-7)

Structural Foundation Schedule - Bases

Type Mark Mark Description Count
BASE B1 2300x2300x400mm Thick Base 21
BASE B2 2400x2400x400mm Thick Base 5
BASE B3 2000x2000x300mm Thick Base 15
BASE B5 2600x2600x400mm Thick Base 1
BASE B6 2500x2500x400mm Thick Base 4
BASE B7 1500x1500x300mm Thick Base 4
BASE B8 1400x1500x300mm Thick Base 3
BASE B9 2100x1900x350mm Thick Base 8

FOUNDATION 3D
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